
NORAC OPERATING RULES 

COLOR LIGHT SIGNALS 





















TOP = CLEAR, APPROACH, STOP. 

MIDDLE = MEDIUM SPEED 

BOTTOM = SLOW SPEED 



 YELLOW ON TOP = APPROACH 

MIDDLE = MEDIUM SPEED 





TOP = APPROACH 

BOTTOM = SLOW SPEED 





 COLOR LIGHT SIGNALS  -  OTHER RULES 



 COLOR LIGHT SIGNALS  -  OTHER RULES 

  MIDDLE = MEDIUM SPEED 

  GREEN =  CLEAR (BLOCK CONDITION)  

  WHEN THE TOP IS STOP, 

     SPEED COMES FIRST         





   BOTTOM = SLOW SPEED 

   GREEN = CLEAR (BLOCK CONDITION) 

  WHEN THE TOP IS STOP, 

 SPEED COMES FIRST         

 COLOR LIGHT SIGNALS  -  OTHER RULES 





MIDDLE = MEDIUM SPEED 

YELLOW = APPROACH (BLOCK CONDITION) 

  WHEN THE TOP IS STOP, 

     SPEED COMES FIRST         

 COLOR LIGHT SIGNALS  -  OTHER RULES 





      COLOR LIGHT SIGNALS  -  REVIEW 
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WHEN SIGNALS DON’T 

NEED TO DISPLAY A SLOW 

SPEED INDICATION, THE 

BOTTOM ASPECT CAN BE 

ELIMINATED. 





































   THE ONLY FLASHING  

SIGNAL WHICH REDUCES 

  THE INDICATED SPEED. 













MEDIUM APPROACH MEDIUM 





RESTRICTING SIGNALS USING 

     THE LUNAR WHITE LAMP. 






